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WELL CONSTRUCTION RECORD

North Carolina - Department of Environment and Natural Resources - Division of Water Quality - Groundwater Section

WELL CONTRACTOR (INDIVIDUAL) NAME (print)  Edward A. Jackson CERTIFICATION # 2426
WELL CONTRACTOR COMPANY NAME A.C. Schultes of Carolina, Inc. . PHONE # (910) 285-7465
ATE WELL CONSTRUCTION PERMIT# WS0700769 ASSOCIATED WQ PERMIT #
(if applicable) (if applicable)

1 WELL USE (Check Applicable Box): Residential D Municipal/Public Industrial lj Agricultural D

Monitoring Recovery Heat Pump Water Injection Other If Other, List Use
2 WELL LOCATION: Topographic/Land setting

Nearest Town: Kill Devit Hills County Dare DRidge DSIope DValley Flat

1634 N. Croatan Hwy (check appropriate box)

(Street Name, Numbers, Community, Subdivision, Lot No., Zip Code) Latitude/longitude of well location

3 OWNER: Dare County Water Department
Address 359 Waterplant Drive

(degrees/minutes/seconds)

(Street or Route No.) Latitude/longitude source: GPS DTopographic map
Manteo, NC 27954 (check box)
City or Town State Zip Code DEPTH DRILLING LOG
- From To Formation Description

Area code - Phone number SEE ATTACHED
4 DATE DRILLED June 30, 2004
5 TOTAL DEPTH: 435
6 DOESWELL REPLACE EXISTNGWELL YEs [ ] No[x]
7 STATIC WATER LEVEL Below Top of Casing: 25.5 FT.

(Use "+" if Above Top of Casing)

8 TOP OF CASING IS +3 FT. Above Land Surface *

*Top of casing terminate at/or below land surface requires a variance in
accordance with 15A NCAC 2C.0118.
~_ YIELD (gpm): 600 METHOD OF TEST Pump

. WATER ZONES (depth) 114-160; 207-250; 302-410

LOCATION SKETCH

11 DISINFECTION: Type Chlorine Amount 20 # HTH Show direction and distance in miles from at least two State
12 CASING: Thicz\r’:;;s or Roads or County Roads. Include the road numbers and
Depth Diameter Weight/Ft. Material common road names.
From 0 To 100 Ft 20" 0.250 Steel
From _ +3 To 310 Ft_ 12" 0.750 SDR 17 PVC P 300
From 430 To 435 Ft 8" 0.375 316 S.S. WILBU;? WELL
From To Ft 3’)
EMS <
From To Ft &
13 GROUT: Depth Material Method g
From 0 To 100 Ft Cement Tremmie 2
From 0 To 280 Ft Cement Tremmie E
14 SCREEN: Depth Diameter Slot Size Material % N
From 310 To 430 Ft 8 in 0025 in 316S.S. (ED
From To Ft in in
From To Ft in in
From To Ft in in
15 SAND/GRAVEL PACK:
Depth Size Material
From 280 To 435 Ft #1A Southern Products
From To Ft
16 REMARKS:

THIS WELL WAS CONSTRUCTED IN ACCORDANCE WITH 15A NCAC 2C, WELL CONSTRUCTION STANDARDS, AND
RD HAS BEEN PROVIDED TO THE WELL OWNER

HEREBY CERTIFY TH

d July 27, 2004

SIGNATURE OF PERSON CONSTRUCTING THE WELL DATE
Submit the original to the Division of Water Quality, Groundwater Section, 1636 Mail Service Center - Raleigh, NC 27699-1636

Phone No. (919) 733-3221, within 30 days.

GW-1 REV. 07/2001




E m%?huggs s of Carolina Pg. 1 of 1
Rt DOUBLE CASED WELL LOG - SINGLE SCREEN

Rotary Table: +3 DRILLING DATA
' Owner: |Dare County
Ground: 0 Job Name: |North Reverse Osmosis

Job No:|C-0087
Well Number: |Wilbur Well
Location: |Hwy. 158 Kill Devil Hills
Datum: |Ground
Static Level (Ft):[25.5
Test Pumped (Hrs): (48

Borehole Diameter: 26" Flow Rate (GPM): 600
Pumping Level (Ft):|45.5
Outer Casing Diameter: 20" Draw Down (Ft): |20
Spec. Capacity (GPF):|30
Outer Casing Material: Steel Screen Mfg.:| Johnson Screen
Grout Material: [Neat Cement
Bottom of Outer Casing: 100" Grout Quantity (Bags):|63
Drilling Rig:|D-4
Inner Casing Diameter: 12" Driller:{Allen Jackson
Date Well Completed: | June-04
Inner Casing Material: PVC GEOLOGIC DATA
Depth From Ground Well Log
Top of Gravel: 280" 0-30 Sand - White
i 30-50 Sand w/clay white
Underream Diameter: 19" ‘ 50-76 Medium Gray Sand
‘ - 76-83 Gray Clay & Sand
Top of Screen: 310' £ 83-96 Medium Gray Sand
i 96-114 Gray Clay
Screen Diameter: g" o : 114-160 Medium Gray Sand
‘ 160-207 Gray Clay
Screen Material;  Stainless Steel - 207-250 Medium Gray Sand
i 250-302 Gray Clay
Screen Slot: 0.025 0 : 302-410 Sand fine gray
£ 410-425 Sand fine white
Gravel Size: 1A m = 425-430 Sand w/ traces of clay

cAzd Bt

Bottom of Screen: 430" : / ;

Cellar Material: 316 S.S.

. Bottom of Cellar: 435'




SAND ANALYSIS

A.C. SCHULTES, INC.
. Town Kill Devil Hills State North Carolina Date: 5/20/04
From Well of Wilbur Well - Dare County
Remarks 370
Ditch Sample
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SLOT OPENING IN THOUSANDTHS OF AN INCH

SIEVE
OPENIN
G CUMULATIVE PERCENT RETAINED NOTES:

0.066]2
0.046 5
0.039

0.033{8
0.023 9 SLOT OPENING RECOMMENDED:

0.016{10

' 0.012 55 RECOMMENDED SCREEN: DIA: IN. LENGTH FT.
0.008|96

0.006 97 3\ S.S.

PAN 100

SCREEN
sLot BY: Randy Hudson

SO MANY CONSIDERATION ENTER INTO THE MAKING OF A GOOD WELL THAT WHILE WE BELIEVE SLOT SIZES FURNISHED OR RECOMMENDED FROM SAND
SAMPLES ARE CORRECT WE ASSUME NO RESPONSIBILITY FOR THE SUCCESSFUL OPERATION OF JOHNSON WELL SCREENS




SAND ANALYSIS
A.C. SCHULTES, INC.

. Town Kill Devil Hills State North Carolina Date: 5/20/04
From Well of Wilbur Well - Dare County
Remarks 380
Ditch Sample
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SLOT OPENING IN THOUSANDTHS OF AN INCH

[ SIEVE

OPENIN
G CUMULATIVE PERCENT RETAINED NOTES:

0.066|0
0.046 0
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0.033|0
0.023 0 SLOT OPENING RECOMMENDED:

0.016]2
0.012
. 0.008}95
0.006 96
PAN 100

“aor BY: Randy Hudson

28 RECOMMENDED SCREEN: DIA: IN. LENGTH FT.

SO MANY CONSIDERATION ENTER INTO THE MAKING OF A GOOD WELL THAT WHILE WE BELIEVE SLOT SIZES FURNISHED OR RECOMMENDED FROM SAND
SAMPLES ARE CORRECT WE ASSUME NO RESPONSIBILITY FOR THE SUCCESSFUL OPERATION OF JOHNSON WELL SCREENS




SAND ANALYSIS
A.C. SCHULTES, INC.

' Town Kill Devil Hills State North Carolina Date: 5/20/04
From Well of Wilbur Well - Dare County
Remarks 390

Ditch Sample
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SLOT OPENING IN THOUSANDTHS OF AN INCH

SIEVE
OPENIN
G CUMULATIVE PERCENT RETAINED NOTES:

0.066|0
0.046 0
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0.033|0
0.023 2 SLOT OPENING RECOMMENDED:

0.016|3
0.012

. 0.008/93

0.006 94

PAN 100
SSor BY: Randy Hudson

31 RECOMMENDED SCREEN: DIA: IN. LENGTH FT.

SO MANY CONSIDERATION ENTER INTO THE MAKING OF A GOOD WELL THAT WHILE WE BELIEVE SLOT SIZES FURNISHED OR RECOMMENDED FROM SAND
SAMPLES ARE CORRECT WE ASSUME NO RESPONSIBILITY FOR THE SUCCESSFUL OPERATION OF JOHNSON WELL SCREENS




SAND ANALYSIS
A.C. SCHULTES, INC.

. Town Kill Devil Hills State North Carolina Date: 5/20/04
From Well of Wilbur Well - Dare County
Remarks 400

Ditch Sample
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SLOT OPENING IN THOUSANDTHS OF AN INCH

SIEVE
OPENIN
G CUMULATIVE PERCENT RETAINED NOTES:

0.066|4
0.046 5
0.039
0.033(7
0.023 9 SLOT OPENING RECOMMENDED:

0.016]12
0.012 47 RECOMMENDED SCREEN: DIA: IN. LENGTH FT.

. 0.008{97

0.006 98
PAN 100

SCREEN
stot BY: Randy Hudson

SO MANY CONSIDERATION ENTER INTO THE MAKING OF A GOOD WELL THAT WHIiLE WE BELIEVE SLOT SIZES FURNISHED OR RECOMMENDED FROM SAND
SAMPLES ARE CORRECT WE ASSUME NO RESPONSIBILITY FOR THE SUCCESSFUL OPERATION OF JOHNSON WELL SCREENS




